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changeable letter 

bulletins 


Ace changeable letter bulletins are widely used 
by all types of businesses, schools and institutions, 
that have messages that must be changed from 
time to time — or every day if necessary. They 
are made in a wide variety of metals or wood, 
modern in design, all of which are available in 
varied sizes and kinds of construction. 


Ace changeable letter bulletins are easily read 
because of sharp contrast between letters and 
background. They are visible at almost any dis¬ 
tance because of the varied size letters. 


Letters and numerals are easily and quickly 
changed. There is perfect alignment and spacing 
because of accurate cloth covered grooves which 
are one-quarter inch apart. 


They are made by a company which has been in 
business since 1865. 


BANQUET ROOM 


3RD FLOOR 


NEA CONFERENCE 


BALLROOM F 


9TH FLOOR 


Free standing - Delux type A 


32' 

32' 

32' 


wide x 32" high 
wide x 36" high 
wide x 40" high 


Overall height of unit is 62 
inches from floor to top. Stand¬ 
ard sizes of board units as 
follows: 


The Deluxe type boards are the Cadillacs of the field of changeable 
letter boards. Made of hollow aluminum tubing with '/&" thick wall 
sections. Has anodized finish that will not tarnish or finger mark. 
Equipped with rubber-tired ball bearing casters. One side has 
%-inch plate glass door with stainless steel piano hinge and lock 
and grooved background for changeable letters. Other side has 
cork bulletin board for thumb-tacking notices. It is not only a ver¬ 
satile item, but also a thing of beauty. 

































OPEN FACED CHANGEABLE 
BULLETIN WITH 
REMOVABLE BACKBOARD 
FRAMED IN FOLLOWING 
BRIGHT CHROME 
OULL CHROME 
STAINLESS STEEL 
BRONZE 
MAHOGONY 
WALNUT 
OAK 


ACE 


changeable letter bulletins 


23a 

Ne 


wall mounted 


Delux Type B 

This is another Cadillac, but for wall hanging with blind hangers in 
rear. Made of aluminum tubing with non-tarnishing anodized finish. 
Wall thickness of tubing is Yg". Made in single or double door types 
double door has mullion between doors. Made with two inch deep 
tubing without light. With fluorescent light 3 " deep tubing is used. 
Va" plate glass doors with stainless steel piano hinges, 
standard sizes 

single door double door 

18" wide x 24" high 54" wide x 36" high 

20" wide x 30" high 60" wide x 42" high 

24" wide x 36" high 

30" wide x 42" high 

36" wide x 36" high 


Type C 

This type has two separately hinged glass doors with lock and key. 
Panels are removable from front when doors are open. 

Ideal not only as menu board, but also for announcements, 
standard sizes 

30" wide x 20" high outside measure 
44" wide x 25" high outside measure 

Special sizes on request. 


Type D 

Type D is an ideal three panel menu board. The glass door is 
hinged at top, and the panels are removable from front. 

Standard overall sizes are as follows: 

45" wide x 20" high 50" wide x 20" high 

45 wide x 22" high 50" wide x 22" high 


type E 


standard sizes 


The Type E board is usa¬ 
ble for almost any type 
of announcement. It has 
a fixed rear panel and 
glass door with lock. 


type F 


width 

height 

in. 

in. 

15 

20 

18 

24 

20 

26 

30 

22 

32 

39 

25 

36 

26 

26 

27 

39 

40 

50 


standard sizes 


width 

height 

in. 

in. 

15 

20 

18 

24 

20 

26 

30 

22 

32 

39 

25 

36 

26 

26 

27 

39 

40 

50 


The Type F has open face with grooved 
panel removable from front. This is 
ideal when no glass door is required. 


type G 


standard sizes 


width 

height 

in. 

in. 

15 

20 

18 

24 

20 

26 

30 

22 

32 

39 

25 

36 

26 

26 

27 

39 

40 

50 


Type G has glass panel which is 
not removable. Grooved panel is 
removable from back of board. 


Types C, D, E, F, G, and H made in dull or bright chrome or stainless steel Kalamein molding. 
All dimensions shown are outside measurements. 


New York Silicate Book Slate Co., Inc. 






































































OPEN PACED BULLETIN 
FOR -DIRECTORY 
ANNOUNCEMENTS 
OR MENU 

HAS FIXED GROOVED 
BACKBOARD IN 
FOLLOWING 
BRIGHT CHROME 
OULL CHROME 
STAINLESS STEEL 
BRONZE 
MAHOGANY 
WALNUT 
OAK 


wall mounted bulletins (continued) 

type H 


standard sizes 


width 

height 

in. 

in. 

15 

20 

18 

24 

20 

26 

30 

22 

32 

39 

25 

36 

26 

26 

27 

39 

40 

50 


Type H has frame with fixed open face panel, so it can be readily moved from 


wall to wall or placed upon stand or easel feet. 


plastic letters: in White, Red, and Yellow; sizes shown below. 



i y 2 " 




w 




vs 


letter sizes: 


1 " 
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